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COM Port Redirection
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RS-232

DCD Data Carrier Detection (Input)

RXD Receive Data (Input)

TXD Transmit Data (Output)

DTR Data Terminal Ready (Output)

GND Ground

DSR Data Set Ready (input)

RTS Request to Send (Output)

CTS Clear to Send (Input)

RI Ring Indicator (Input)
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SG-3011DCL/232 Ethernet, SG-3011DCL/232

.

SG-3011DCL/232 .

SG-3011DCL/232 RJ45 Ethernet , Ethernet 10Mbps 

100Mbps Ethernet ( ) . SG-3011DCL/232 LAN MDIX ,

Cross Ethernet Cable Direct Ethernet Cable Cable

. Cable SG-3011DCL/232 .

SG-3011DCL/232

. SG-3011DCL/232 .

LED RDY SRL , RJ45 Ethernet LED

. LED 3 .

SG-3011DCL/232 IP . SG-3011DCL/232 IP

. IP SG-3011DCL/232 DHCP 

IP .

IP SG-3011DCL/232 .

SG-3011DCL/232 Web SG-

3011DCL/232 IP Address .

SG-3011DCL/232 LAN DHCP IP , IP 

IP SG-3011DCL/232
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.

IP : 192.168.0.223

SG-3011DCL/232 IP 192.168.0.223 . PC

192.168.0.223 . .
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SG3011DCL/232 .

SG-3011PCL IP . ID Password

serialgate / 99999999 .

Network Setting

Network Network Setting .
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Network Setting .

[Submit] Reboot

. , .

[Submit] [Cancel] 

.

Network Setting .

Default

Device 

Name
SerialGate

MAC Address Address MAC Address 

Connection 

Type
Static

Static IP IP DHCP

IP

IP Address 192.168.0.223

IP 

(Connection Type Static IP IP ,

DHCP IP .)

Subnet Mask 255.255.255.0
(Connection Type Static IP ,

Connection Type DHCP

, .)

Gateway 192.168.0.254

Gateway 

(Connection Type Static IP

Connection Type DHCP

, .)

DNS 168.126.63.1 DNS (Domain Name Service) IP 
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Serial Settings . [Submit] 

[Reboot] . ,

.

[Submit] [Cancel] 

.

Setup Menu .

Default

Operation COM .
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Default

Mode Redirector COM Redirector

SerialGate Windows 2000/XP/2003/Vista PC

COM .

TCP Server

SerialGate Client

. [Local Port] ,

.

TCP Client

SerialGate

IP 

.

. IP [Target IP/Port]

.

UDP Server

SerialGate UDP Client UDP 

.

[Local Port] .

UDP 

, UDP 

Client .

UDP Client

IP UDP 

. IP [Target 

IP/Port] .

Interface RS232
.

RS-232 RS-232 .

Local Port 4001
. TCP Server UDP Server 

.

Target IP 0.0.0.0 TCP Client, UDP Client IP .
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Default

Target Port 4001 TCP Client, UDP Client .

Latency

Time 0

.

100 SerialGate

, 0

,

.

0 ,

,

.

( : 0 ~ 999ms)

Baud Rate 9600 bps

.

( : 150, 300, 600, 1200, 2400, 4800, 9600, 19200, 38400, 57600, 

115200, 230400, 460800, 921600 bps)

Data Bits 8 8 .

Stop Bits 1
.

( : 1, 2)

Parity No
.

( : No, Odd, Even)

Flow 

Control
None

.

( : None, RTS/CTS)
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Factory Default

Factory Default SerialGate , .

.

Reboot

.

submit SerialGate .
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SerialGate .

Com Port Redirector

PC COM SerialGate PC COM .

PC Com Port Redirector .  Redirector CD Com Port 

Redirector .

SerialGate IP 192.168.0.223 ,

Com1 SerialGate .
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PC Redirector SerialGate .

24



TCP_Server (PC SerialGate TCP/IP )

PC SerialGate .

SerialGate 4001 PC SerialGate

SerialGate IP 4001 .

Operation Mode TCP_Server , .

SerialGate .
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TCP_Client (SerialGate PC TCP/IP )

SerialGate PC TCP/IP .

SerialGate PC SerialGate PC Operation Mode

TCP_Client , Remote IP/Port PC IP .

SerialGate Com Specification .
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